
• Sets bales down on strings in groups 
of 4 bales wide and 2 bales long

• Handles 14” x 18” bales 32–40” long 

Shipping Dimensions
12’11”L x 7’4”W x 7’5”H

Working Dimensions
12’11”L x 7’4”W x 7’5”H

Approximate Weight
1232 lb

Group Size
72”W x 64–88”L

AF4 AccumulatorOur smallest accumulator

Recommended for operations 
of less than 5000 bales- 
per-year

Bales measuring 36” long  
may be cross stacked with  
the EGF8 grabber

72” 
32-40”

64-80”
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(877) 296-5851 
nordenmfg.com  

EGF8 Grabber

• Picks up the bales on their strings 4 wide 
and 2 long, using 16 hooks on 4 bars.

• Handles 14” x 18” and 16” x 18” bales  
32–40” long*

• The two bale length allows for narrower 
wagons or for longer bales than models 
that arrange the bales 3 long. 

• Skidsteer quick attach brackets and 6’ 
hydraulic hoses are standard.

• Requires loader with 1150 lb lift capacity**

Shipping Dimensions
78”L x 71”W x 21”H

Working Dimensions
78”L x 72”W

Approximate Weight
415 lb
 
Lift Capacity Requirement**
1150 lb

* With no adjustments. An extended version is available for bales longer than 36”. 

** Lift capacity is an estimate based on an average bale weight of 40-50 pounds.  
However, it is up to the individual to determine their specific loader requirements.
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For heavier duty loaders, we recommend using the 408F Grabber
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